
Raizer band technical rider

P.A. system

For the live show, we need a P.A. system with a power of at least 4KW

Preferably multi-band (high, medium, sub), the presence of a crossover and limiter. Plus the appropriate commutation to all this (network, sound based on the size of the scene)

Stage monitor speakers

Raizer band  has it`s own in-ear monitoring for each member.Stage audio monitors are not required. 

We has it`s own auto-mixing equipment. Mixer console  is used as balanced signal reciver from stage DI Box. 

It requires only two mono channels (stereo) with an insert or a stereo channel with an insert. If there are no inserts, the usual two mono channels or one stereo with the equalizer turned off. We give you master output with the limiter and the cutoff of the ultra-low frequencies via stage DI Box. 

Basic equipment

Drum kit (DW, TAMA, SONOR, PEARL, uncritical) – kick drum, stand for snare drum, stand for hi-hat, 3 (three) stands for cymbals, 1 (one) alto tom, floor tom, chair.
We also can take our own drum kit  by agreement.

DI-BOX - 2 units. For high-quality signal from the stage to a mixer console or sound amplifying equipment.

Microphone stand 3 units.
Cat for  relaxation  after gig .
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Contact:  +7-904-647-71-15 → Anthony    Mail: raizerband(dog)gmail.com

